
This page contains a list of all liquids added by Zora no Densha.
It will be updated according to development, thus there may be features listed that are not
available yet.

Creosote Oil  

687474703a2f2f692e696d6775722e636f6d2f346c45334738582e706e67Used to craft Wooden Track Bed and as fuel in a furnace.
Each bottle/ bucket lasts twice as long as wood.

Ore Dictionary Name: oilCreosote
Density Value: 1070
Temperature Value: 400

Crude Bio Oil  

687474703a2f2f692e696d6775722e636f6d2f79746d7235734a2e706e67Processed in the Refinery to retrieve refined products,
such as fuel.

Ore Dictionary Name: oilBioCrude
Density Value: 1250
Temperature Value: 293
Viscosity Value: 2300

Crude Shale Oil  

687474703a2f2f692e696d6775722e636f6d2f32634138704a622e706e67Processed in the Refinery to retrieve refined products,
such as fuel.

Ore Dictionary Name: oilShaleCrude
Density Value: 992
Temperature Value: 288
Viscosity Value: 2400
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Diesel  

687474703a2f2f692e696d6775722e636f6d2f79746d7235734a2e706e67Fuel for vehicles. Can be used as fuel in a furnace. A
bucket or bottle will last slightly longer than a piece of
coal.

Ore Dictionary Name: fuelDiesel
Density Value: 832
Temperature Value: 313
Viscosity Value: 900

Machine Lubricant  

687474703a2f2f692e696d6775722e636f6d2f43453354744e392e706e67Used for vehicles and buffer crafting.

Ore Dictionary Name: oilLubricant
Density Value: 950
Temperature Value: 288
Viscosity Value: 7500

Machine Oil  

687474703a2f2f692e696d6775722e636f6d2f44707a735251582e706e67Used for vehicles and bogie crafting.

Ore Dictionary Name: oilMachinery
Density Value: 910
Temperature Value: 288
Viscosity Value: 900

Petrol  
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687474703a2f2f692e696d6775722e636f6d2f447741674a664f2e706e67Fuel for vehicles. Can be used as fuel in a furnace. A
bucket or bottle will last slightly longer than a piece of
coal.

Ore Dictionary Name: fuel
Density Value: 737
Temperature Value: 289
Viscosity Value: 700

Tar  

687474703a2f2f692e696d6775722e636f6d2f5a446a525644562e706e67Tar can be placed from a bucket into the world to create a
Tar Block.
These Tar Blocks can then be smelted to obtain Platic.
Furthermore, Tar is used when crafting Trackbeds

Ore Dictionary Name: tar
Density Value: 1153
Temperature Value: 333
Viscosity Value: 5000
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